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DESCRIPTION 
AQUA MAGIC 2000 is a neutral fountain solution designed for the daily newspaper market or cold web insert 
market. AQUA MAGIC 2000 performs well with traditional petroleum as well as soy oil based ink systems,   
particularly soy ink systems. AQUA MAGIC 2000 also contains a new biocide system to prevent bacterial     
contamination of the dampening system. The corrosion protection system has been enhanced for additional 
security. 
The chemistry helps to maintain lower water levels on press, helping to reduce or eliminate problems such as 
smearing, set-off, marking, and slow drying sheets. The mild pH of the solution (6.7-7.0) allows for brighter 
colors and fast starts and restarts. AQUA MAGIC 2000 has proven to perform very well with additive,          
presensitized, and subtractive plate types, and is designed for all types of dampening systems; conventional, 
brush, and spray. 
 
FEATURES 
• Fast starts minimize waste. 
• Corrosion protection. 
• Economical concentration. 
• Excellent bacteria protection. 
• Maintains minimum water levels. 
• Fight calcium deposits in hard water areas. 
 
DIRECTIONS 
Suggested concentration is 1.7 to 2.0 ounces per gallon (1.3 to 1.5%). This is the minimum level to ensure 
best product performance. Add the suggested range of concentrate to a clean gallon of water at press side to 
get the conductivity range that can be used for monitoring. This range should be 1000-1300 mmhos above the 
base water. It is advised that if the base water is not treated (D.I. or R/O), this test should be repeated    
quarterly to ensure that any changes in the base water are reflected in the monitored conductivity. 
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